7] AsAYHE:

300/500V, FEP-IS-FEP , 1.0SQ * 4C

Rep Details of components Dia.mm Characteristics
1 Conductor : Tin-plated copper Wire 13
0.18mm/40 (IEC 60228, Class 5) '
Electrical characteristics
Insulation : Fluoro-polymer FEP Operating voltage : 300/500V AC
2 thickness : 0.30mm 1.9 Conductors linear resistance : Max 20 Q/Km
Color — Wh, Rd, Bk, Gn Insulation resistance : above 500MQ.Km
Test Voltage : 2,000 Volts/Tmin.
3 Inner shield : Tinned copper Braid. 5.1
Dia 0.12mm, Coverage : min 80% '
Outer sheath : Fluoro-polymer FEP General characteristics
4 thickness : 0.5mm 6.1
Standard color : White Continuous using temperature : -90~200C
Outside Diameter : 6.1mm = 0.5mm
Standard Color : White
Packing : Wooden Drum
This Document belongs to “ ZEUS ELECTRIC ” and can not be used without his authorization.
D
C
B
A 2026.5.13 Creation SB, Lee
Revision Date Contents of Revision Revised by Verified by | Approved by

No. ZE-TS5-260513-01

ZEUS ELECTRIC

A4(210x297)



